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Excel Marketing

To support you in the promotion and sale of the Excel Cabling System we 
have devised a complete range of high quality collateral material that is 
available to you in electronic format and in some cases hard copies:

•	 Excel Overview Brochure	

•	 Excel Case Studies

•	 Excel Cabinet Brochure	

•	 Excel Specification Sheets

•	 Excel End User PDFs	

•	 Excel Category 6a Brochure

To download copies of all of the literature visit www.excel-networking.com

Excel Web Site

www.excel-networking.com is entirely dedicated to the Excel system and includes a 
full online catalogue, general information and a full downloads area where you can 
download every available piece of Excel literature.

Excel Category 6a Shielded Twisted Pair (F/FTP) Cable – LSOH

Features
Specified to 500MHzCategory 6a compliantSuitable for 10 Gigabit,

10GBase-T, Ethernet applications
Individual and overall foil screen

Compact, but robust, design
Innovative screening design,
reduces install timeLow Smoke Zero Halogen Outer Sheath

25 year system warranty

Product OverviewExcel Category 6a – Augmented Category 6 – cables, and associated connectors, take the

performance capabilities of copper infrastructure to new levels. Designed to the current ISO

and EIA/TIA standards for Class Ea augmented Category 6a performance these products

are intended to deliver reliable, high network performance over link distances of upto 90

metres, including support of emerging applications such as 10GBase-T, 10 Gigabit

Ethernet.
Each cable consists of two 2 pair sub units which are wrapped in a figure of 8 style

covering of high quality, strong, aluminium/polyester foil tape providing an individual screen

for each pair but also a quick and easy to install overall design. These sub units are then

cabled together, with the pairs set to different lay lengths to ensure optimum performance,

an overall 360 degree foil tape screen plus drain wire is applied to provide further immunity

to outside noise and to mitigate any risk of alien cross talk.

Excel Category 6a cables are jacketed in an Ice Blue low smoke zero halogen (LSZH)

compound compliant with flame retardant standards as defined in IEC 60332-1, and smoke

emission standards IEC61034. Supplied on 500 metre plywood drums, each cable has a print

legend identifying the specification, part code and sequential metre marking which counts

down from 500 metres to 1 metre, on each drum to reduce waste.

25 Year System Warranty100% Innovative foil screen designLightweight, Compact DesignCategory 6a compliant

Case StudyWilts Wholesale Electrical Co Ltd.

Wilts Wholesale Electrical Co. Ltd, 
established back in the 1920’s, 

is the UK’s largest independent 
electrical wholesaler. The business 

is owned by the Kingsbury 
family and the company prides 

itself on delivering an outstanding service to its customers time and time again. The company offers 

superior levels of service, provided by well trained, friendly and efficient staff. Staff members 

are keen to go the extra mile in helping customers find exactly what they need.

Wilts is a company that has seen phenomenal growth over the last 15 years. To increase the 

size of its branch network, as well as the opening of green-field sites, the company acquired 

a number of businesses which subsequently led to it owning a series of buildings with different 

networks at different levels of capability. This is where the company’s problems stemmed from.

Each branch communicated with head office in Trowbridge via a serial port computer system and 

ISDN lines which were slow and cumbersome. Nigel Hirst was appointed as IT Manager for Wilts with 

the task of upgrading all 71 branches. The first job was to visit each branch to evaluate each existing 

system in order to accurately propose and implement a new software system. The network in turn needed 

upgrading to enable it to run the ERP software package that was chosen to be installed into each branch.

On closer inspection a number of branches were set up with a huge mismatch of outdated 

technologies ranging from Category 3 and Category 4 cabling systems. A decision 

was made to install a new cabling system in each branch. Wilts decided 

to employ the services of an experienced data network specialist 

DB Network Cabling, based in Coventry, West Midlands.

DB Network Cabling has over 7 years of experience carrying out data 

installations. They were herein advocates of the Excel Structured 

Cabling System which they use on a regular basis, due to its breadth 

of product range, ease of installation and competitive prices.

 
Customer  Wilts Wholesale Electrical Co Ltd. 

 
Location  Head Office in Trowbridge, Wiltshire

 Requirements  Updating 71 branches 

 
Equipment  Excel Cat 5e cable, patch panels, faceplates, cabinets, PDUs and 

cable management. A total of 2016 points were installed.

 Customer’s View “We needed to ensure our branches were brought into the 21st Century, so that 

we could continue to offer our customers the levels of service that they have 

grown accustomed to. This much needed update of our branches has allowed 

us to not only do that, but also exceed them for the foreseeable future.”

 

 
Nigel Hurst, IT Manager, Wilts Wholesale Electrical Co Ltd.

Networking Cabinets and Enclosures

Pre-terminated Solutions  

If you are faced with limited time available on site for installation or are involved in rapid deployment projects, 
such as a disaster recovery, then a pre-terminated solution is ideal.

Whether your installation is for an Excel copper or fibre requirement, using our pre-terminated solution will provide 
you with a fully traceable and warranted system and could reduce the installation time as much as 75%.

Excel Pre-terminated at a glance:

• 	 Simple to use, specify and install

• 	 Use standard products – no costly manufacture of specific products

• 	 Copper – you choose: Category 5e, 6, 6a, unshielded or shielded*

• 	 Fibre – you choose: Multimode, Singlemode, ST, SC, LC, FC or MTRJ

• 	 Cost effective – but doesn’t erode your margins

• 	 Warranted – supported by Excel 

• 	 Traceable – cable batch, engineer, cable test

• 	 Saves time – reduces installation time by up to 75%

• 	 Eliminates waste on site

• 	 Maximizes cable usage

• 	 Reduces risk on site – eg product performance

• 	 Reduces logistics time on site – eg storing/unloading, labelling

* Unshielded Category 6a - Q4 2008


